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Heatless adsorption dryers

g

a SILVER SERIES HSI

Condizioni di riferimento standard ISO 7183:
. pressione di esercizio: 7 bar

o temperatura aria di ingresso: 35°C

. punto di rugiada: Classe 2 (ISO 8573-1)

. utilizzo non in continuo

Massime condizioni di lavoro:
consultare scheda tecnica

Standard reference conditions ISO 7183:
. working pressure: 7 bar

o inlet air temperature: 35°C

o dew point: Class 2 (ISO 8573-1)

o non-continuous use

Max working conditions:
please refer to datasheet

P
Model Code Flow - Rate Max pressure Connection Dimension Weight Power-Supply
m¥h I/min scfm bar BSP-F LxHxW [mm] Kg Ibs V/ph/F
HSI 06 HS1.00006 6 100 3,5 10 1/4" 220 x 390 x 125 55 12,2 230/1/50-60
HSI 12 HSI.00012 12 200 7 10 1/4" 230 x 480 x 125 66 145 230/1/50-60
HSI 24 HS1.00024 24 400 14 10 3/8" 270 x 660 x 140 12,56 28 230/1/50-60

Heatless adsorption dryers

2 SILVER SERIES HSC

Dryer to be installed directly on the compressor

* Nota: Solo per costruttori ® Notes: Only for manufacturers

Condizioni di riferimento standard ISO 7183:
. applicazione per costruttori

o pressione di esercizio: 7 bar

. temperatura aria di ingresso: 35°C

. punto di rugiada: Classe 3 (ISO 8573-1)

Massime condizioni di lavoro:
consultare scheda tecnica

Standard reference conditions ISO 7183:
. OEM application

working pressure: 7 bar

inlet air temperature: 35°C

dew point: Class 3 (ISO 8573-1)

Max working conditions:
please refer to datasheet

Model Code Flow - Rate Max pressure Connection Dimension Weight Power-Supply Price
m¥h I/min scfm bar BSP-F LxHxW [mm] Kg Ibs V/ph/F
HSC 12 HSC.00012 12 200 7 10 1/4" 100 x 590 x 100 5 1 230/ 1/ 50-60
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